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: All bearings are based on the
North—South centerline of Section 29, T1N, R70W between
CP1002(GPS) the Center 1/4 Corner of said Section 29 as monumented
A 1068 CP584, CP1051(GPS) by a 2.5" alloy cap, PLS 20134 in monument box and the
CP1003(GPS) 2 VALMONT I;?O/’\’D—‘—',—Q A < North 1/4 Corner of said Section 29 as monumented by a
cP593 & | NORTH 1/4 corner N89'41°43°E 1328.32 CP551 CP1067(GPS) 2.5” City of Boulder alloy cap in monument box. Said
SECTION 29, T1N, R70W, EAST 1/16TH CORNER Northeast North—South Centerline was determined to bear
BTH P.M.; FOUND 2.5” CITY Corner of N 00°14'05" W (2650.28’). This grid bearing was obtained
OF BOULDER ALLOY CAP IN EgEerﬁENN Esglv-\}?NFSOUZNODA;g" Section 29 from a combination of conventional surveying methods and
MONUMENT BOX SLLOY CAP. IN MONUMENT a global positioning system (GPS) survey based on the
LS o o BOX ' Colorado High Accuracy Reference Network (CHARN). The
INSCRIPTION ( ) e grid bearing is NAD83 (2007) — Colorado State Plane North
NOT LEGIBLE CP567 CP1001(GPS & Zone (501).
A o
ACP554 QQ BASIS OF ELEVATIONS: Vertical control was established by
NIE REMAINDER OF differential leveling from "V 453" (PID DJ8197), a National
ﬂ/é} /(//\é%Cng’g]BOL/\t/_ Geodetic Survey Second Order, Class |, Bench Mark. Said
| /sEGTON 28 183" is 0 3257 NGS oloy cop dolod 2005 and e
ACP1000(GPS) A T4 N R 70 W the northwest corner of 30th St. and Mapleton Ave. The
CP607A LEGEND published NAVD88 orthometric height of "V 453" is
1608.121 (meters), 5275.98 (feet).
'Il CP1050(GPS) QINDICATES FOUND ALIQUOT CORNER ( ) ( )
w COORDINATE DATUM: Coordinates on this project are for the
& Co'iﬁ!ggEYPT A l('\é[éEA;EEE_?U;VgE goyc-)rSOlISEggll?'\ll;TION) exclusive use ‘of the City of Boulqer for the develo_pment
(%) CP1005(GPS) and construction of Boulder Junction and are considered
E CP645 Project Coordinates only.
CP650
Q] 4 NOTE: This map does not represent a boundary survey or
M cP644 creagh \ PRIMARY CONTROL LINE, BASED ON GPS title seorlch pe’?'formed by BoFEJIder Land Consul{cnts, I)r<c.
BASIS OF CP531 OBSERVATION, BETWEEN CP—1060, A 2.5 There may exist easements and/or other encumbrances
BEARINGS: A CITY OF BOULDER ALLOY CAP ON 5/8 affecting the subject properties that are not shown hereon.
NORTH-SOUTH REBAR SET IN CONC IN PEARL PARKWAY
CENTERLINE OF TRAFFIC ISLAND EAST OF BNSF RR TRACKS NOTE: In accordance with C.R.S. 13—80—105:
SECTION 29, TIN, M { AND CP—1050, A FOUND 5/8" REBAR Notice: According to Colorado law you must commence any
R70W BETWEEN WITH ALLOY COLLAR LS 23529 legal action based upon any defect in this survey within
THE CENTER 1/4 ACP530 cP621 SUBSEQUENTLY SURROUNDED WITH three years after you first discover such defect. In no
AND NORTH 1/4 CP523 A CONCRETE, N 09°3316 W, /38.71 event may any action based upon any defect in this survey
CP1060
CORNERS A KWAY be commenced more than ten years from the date of the
THEREOF APEARL PA (GPS) PRIMARY statement shown.
N 00°14'05" W, cPsoft CP651 CONTROL PT O CONSy; CP1063(GPS)
2650.28’ he Vs
P1064(GPS ' TIN R70W A
5 S, | 10T CEA0EHGRS) (o SURVE CONTROL DAGRAW
OF CONVEGNT‘SONAL cred| l, JASON EMERY, A PROFESSIONAL
AND GF A LAND SURVEYOR LICENSED IN THE
SURVEYING A Pess CPE36 STATE OF COLORADO, PLS NO.
METHODOLOGIES) CP643 K- , 20134, DO HEREBY STATE TO THE /
@ N89'39'21"E 1324.77 @ CP400 CITY OF BOULDER DEPARTMENT OF i-
WD Coy CENTER EAST 1/16TH PUBLIC WORKS THAT THIS LAND
hS St CENTER 1/4 CORNER CORNER SECTION 29, TIN, CP1O69(GPS) SURVEY CONTROL DIAGRAM AND

%
TIN R70W A

CP1065(GPS)

SECTION 29, T1N, R70W,
6TH P.M.; FOUND 2.5"
CITY OF BOULDER ALLOY
CAP, 3.5" BELOW
SURFACE; SET 2.5"
ALLOY CAP, PLS 20134,
ON 3/4 REBAR IN
MONUMENT BOX ABOVE

FOUND MONUMENT CP'IO66(GPS)

R70W; FOUND DAMAGED East 1/4
2" GALVANIZED POST W/ NO Corner of
CAP; SET 2.5” ALLOY CAP, Section 29
PLS 20134, ON 3/4” REBAR IN

CONC. LOCATION ESTABLISHED

FROM TIES PER MONUMENT

RECORD DATED 02/23/1983 BY  ¢p10g2(GPS)

PLS 17664

THE FIELD SURVEY IT REPRESENTS
WAS PREPARED AND PERFORMED
UNDER MY RESPONSIBLE CHARGE
AND, THAT THIS LAND SURVEY
CONTROL DIAGRAM DOES NOT
REPRESENT A LAND SURVEY

PLAT OR IMPROVEMENT SURVEY PLAT.
THIS STATEMENT IS NOT A GUARANTY
OR WARRANTY, EITHER EXPRESSED
OR IMPLIED. DATE: JUNE 30, 2011
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Geodetic Coordinate Summary

Project Name: Boulder Junction

Project Location: 30th Street and Pearl Parkway Area

Boulder, Colorado

BLC Project No: [ Last Mod. Date |

[ Sheet No.

105¢cob1 1

| June 30, 2011 | | 20f 3

Points output in USFEET:

GEODETIC COORDINATE SUMMARY TABLE (ADJUSTED FIELD DATA)

POINT NAME GEODETIC COORDINATES ARE NAD83 (2007) ELLIP. ELEV. MAPPING SCALE NAD83 (2007) ZONE 501
LATITUDE LONGITUDE HEIGHT NAVD88 ANGLE NORTHING EASTING
CP1000 40°01°35.83720"N 105'15'13.16825"W 5226.53 | 5278.53 0°09’33.0" 0.99996446 1252640.16 3068986.61
CP1001 40°01°39.41476"N 105'15°05.21230"W 5222.91 | 5274.98 0'09’38.2" 0.99996439 1253003.89 3069604.49
CP1002 40°01°45.81809"N 105'15’00.18707"W 5228.34 | 5280.45 0°09’41.4” 0.99996427 1253652.93 3069993.57
CP1003 40'01°45.39618"N 105'15'20.84643"W 5240.77 | 5292.68 0'09°28.1" 0.99996428 1253605.76 3068386.66
CP1004 40°01°46.51462"N 105'14°42.70050"W 5217.70 | 5269.93 0'09’52.7" 0.99996426 1253727.28 3071353.58
CP1005 40'01°31.51662"N 105'14'51.38921"W 5205.20 | 5257.41 0'09’47.1" 0.99996454 1252207.74 3070682.04
CP1050 40°01°32.04113"N 105'15°02.09169"W 5214.40 | 5266.48 0°09°40.2" 0.99996453 1252258.46 3069849.33
CP1051 40°01°45.14147°N 105'14'56.16710"W 5217.89 | 5269.96 0°09°44.0" 0.99996428 1253585.34 3070306.46
CP1060 40°01°24.84062"N 105'15°00.54232"W 5213.57 | 5265.66 0°09'41.2" 0.99996466 1251530.20 3069971.91
CP1061 40'01°23.19868"N 105'15°00.77990"W 5210.30 | 5262.41 0°09'41.0" 0.99996470 1251364.00 3069953.90
CP1062 40°01°14.50101"N 105'14°42.11913"W 5195.07 | 5247.34 0°09’53.1" 0.99996486 1250488.05 3071408.12
CP1063 40'01°23.04685"N 105'14°38.69402"W 5198.99 | 5251.29 0'09’55.3" 0.99996470 1251353.54 3071672.09
CP1064 40'01°22.23517°N 105'15'19.12650"W 5225.41 | 5277.29 0°09°29.2" 0.99996471 1251262.53 3068526.92
CP1065 40'01°13.42548"N 105'15'18.66597"W 5222.50 | 5274.38 0°09'29.5” 0.99996488 1250371.20 3068565.20
CP1066 40°01°13.59694"N 105'14'58.71744"W 5207.39 | 5259.50 0°09'42.3" 0.99996488 1250392.89 3070117.09
CP1067 40°01°45.17330"N 105'14°39.09638"W 5210.35 | 5262.56 0°09°’55.0" 0.99996428 1253592.36 3071634.33
CP1068 40°01°45.10846"N 105'15'13.23854"W 5234.69 | 5286.62 0'09’33.0" 0.99996428 1253578.28 3068978.54
CP1069 40°01°19.00995"N 105'14°39.14756"W 5213.68 | 5265.91 0°09’55.0" 0.99996478 1250944.96 3071637.98
DSRC 39'59°29.12979"N 105'15°39.67589"W 543717 | ————- 0°09'15.9” 0.99996703 1239813.39 3066959.14
PO41 39'56°58.15000"N 105'11°39.31685"W 5674.76 | ————- 0'11’51.2" 0.99997059 1224593.76 3085718.92
TMGO 40°07°51.34512"N 105'13'57.71720"W 5491.87 | ————- 0'10°21.8” 0.99995902 1290653.91 3074741.39
WARE GPS 40°00°42.99889"N 105'15'04.68073"W 5212.66 | 5264.69 0'09'38.5" 0.99996548 1247295.46 3069661.85

NOTE: National Geodetic Survey Horizontal
Stations and CORS stations held fixed in
the final fully constrained least squares

adjustment of the GPS data are as

follows:

Designation: WARE GPS

PID: LL1093

NAD 83(2007)

EPOCH DATE 2002.00

Latitude 40° 00’ 42.99889 (N)
Longitude 105° 15’ 04.68073 (W)
Ellp. Height 1588.786 (meters)

Designation: TMGO

PID: AF9516

NAD 83(CORS)

EPOCH DATE 2002.00

Latitude 40" 07’ 51.34512 (N)
Longitude 105° 13’ 57.71720 (W)
Ellp. Height 1673.858 (meters)

Designation: DSRC

PID: Al2151

NAD 83(CORS)

EPOCH DATE 2002.00

Latitude 39° 59’ 29.12979 (N)
Longitude 105" 15’ 39.67589 (W)
Ellp. Height 1657.176 (meters)

Designation: P041
PID: DG7429

NAD 83(CORS)
EPOCH DATE 2002.00

Latitude 39° 56’ 58.15000 (N)
Longitude 105° 11’ 39.31685 (W)
Ellp. Height 1729.708 (meters)

DATUM STATEMENT

Geodetic coordinates are based on NAD83 (2007)
Orthometric Heights are shown in NAVD88

State Plane coordinates are Colorado North Zone (501)
Units are in US Survey Feet (sft)

Project (Ground) coordinates are Modified State Plane
Combined Project factor = 0.999715756

Combined Project Factor Reciprocal = 1.0002843248
Truncation applied to State Plane Coordinates:
Northing Reduction 1,000,000 sft

Easting Reduction 3,000,000 sft

Project Latitude 40° 01' 32.04113" N

Project Longitude 105° 15" 02.09169" W

Project Elevation 5266 sft

Conversion Example of State Plane Coordinates to Project Coordinates:
State Plane Northing x 1.0002843248 — 1,000,000 = Project Northing
State Plane Easting x 1.0002843248 — 3,000,000 = Project Easting
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Coordinate Summary Table of Project Control

Project Name: Boulder Junction

Project Location: 30th Street and Pearl Parkway Area

Boulder, Colorado

www.BLCsurveyors.com
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PROJECT COORDINATE SUMMARY TABLE (ADJUSTED FIELD DATA)

Points output in USFEET:

POINT NAME |—oidECT_COORDINATES ELEV. | DESCRIPTION
NORTHING EASTING NAVD88
CP400 251292.411 71186.726 | @ ————— Set 2.5" alloy cap, PLS 20134, on 3/4” rebar in conc — CE1/16th Corner, Section 29
CP501 251848.675 69901.818 5273.22 Set cut "X” in conc. traffic island at the northeast corner of 30th Street and Pearl Pkwy
CP523 251902.701 70089.580 | @————-— Found 1/2” rebar with alloy collar on the north side of Pearl Pkwy, 230’+/— east of 30th Street
CP530 251986.738 69900.684 | ————-— Found cut "X” in conc. bus stop pad on the east side of 30th Street north of Pearl Pkwy
CP531 252326.846 69793.625 | ————-— Found cut "X” in conc. sidewalk on the west side of 30th Street adjacent to the northeast corner of "Vitamin Cottage”
CP541 251284.451 69861.978 5272.51 Found 2.5” City of Boulder alloy cap, 3.5’ below surface. Set 2.5” alloy cap, PLS 20134, on 3/4” rebar in conc in
monument box above found monument — Center 1/4 Corner Section 29
CP548 253018.286 70593.139 5271.09 Set cut "X” in conc. sidewalk at the northwest corner of 33rd Street and Foundry Place
CP551 253907.120 71282.238 5269.91 Set cut "X” in the center of a conc. inlet on the south side of Valmont Road, 20°’+/— west of R.R. tracks
CP554 253332.385 70629.564 5273.26 Set cut "X” in conc. pan at the southeast corner of 33rd Street and Bluff Street
CP567 253381.901 69896.901 [ ————-— Set cut "X” in conc. sidewalk at the northeast corner of 30th Street and Bluff Street
CP584 253976.291 70600.208 5275.84 Set cut "X” in conc. tree ring on the north side of Valmont Road, east of the trailer park
CP593 253881.901 69801.964 5286.93 Set cut "X” in conc. curb of disabled access ramp at the southwest corner of 30th Street and Valmont Road
CP607 252947.225 69816.284 5277.48 Set cut "X” in conc. sidewalk on the west side of 30th Street adjacent southeast corner of "Nissan” dealership
CP621 251974.851 70384.018 5268.10 Found magnetic nail in asphalt on the north side of Pearl Pkwy near most easterly drive cut west of R.R. tracks
CP636 251484.996 70327.386 5264.04 Found 1.5” alloy cap in concrete pedestrian bridge over North Boulder Farmers Ditch east of 30th and south of Pearl
CP642 251567.047 69811.996 5270.88 Found cut "X” in conc. sidewalk on the west side of 30th Street 200°'+/— south of Pearl Street
CP643 251429.073 69919.079 5273.39 Set cut "X” in conc. sidewalk on the east side of 30th Street near northerly bridge rail south of Pearl Pkwy
CP644 252495.947 69945.637 5274.42 Set cut "X” in conc. sidewalk on the east side of 30th Street at the access ramp to Goose Creek
CP645 252551.847 69898.069 5276.91 Found 3/8” rebar with orange plastic cap adjacent easterly headwall of bridge at Goose Creek
CP647 251457.188 70130.855 5270.79 Found 1.5” alloy cap, 34" W.C. at the southeast corner of "2170 30th Street”
CP648 252460.953 70525.398 5267.09 Set 3/8” rebar with orange plastic cap on the south side of Goose Creek 230'+/— west of R.R. tracks
CP650 252573.541 70298.609 5269.30 Set cut "X” in top of curb on the north side of Goose Creek 450’+/— west of R.R. tracks
CP651 251827.742 70173.697 5270.05 Set cut "X” in conc. sidewalk on the south side of Pearl Pkwy near east side alley entrance east of 30th Street
CP1000 252996.320 69859.199 5278.53 Picture pt., set magnetic nail in southerly angle point of a traffic arrowhead on 30th Street, 400’+/— north of Mapleton
CP1001 253360.153 70477.252 5274.98 Panel pt., set cut "X” in conc. pan on the north side of Bluff Street, 250’+/— west of 33rd Street
CP1002 254009.370 70866.441 5280.45 Panel pt.,, set magnetic nail in asphalt mobile home park street north of Valmont Road, 450’+/— west of R.R. tracks
CP1003 253962.188 69259.081 5292.68 Panel pt., set cut "X” in conc. sidewalk on the north side of Valmont Road, 600'+/— west of 30th Street
CP1005 252563.775 71555.112 5257.41 Picture pt., set magnetic nail at the southwest corner of a conc. pan on the south side of "2800 Wilderness Place”
CP1050 252614.507 70722.168 5266.48 Found 1/2” rebar with alloy collar, 62’'+/— north of west headwall of Goose Creek, 43'+/— west of R.R. tracks
CP1051 253941.770 71179.424 |  ————— Found 2.5” Frank Drexel alloy cap in monument box on Valmont Road, 130°+/— west of R.R. tracks —
East 1/16th Corner lying between Sections 20 and 29
CP1060 251886.040 70844.782 5265.66 Set 5/8” rebar with 2.5” alloy cap in conc., in median of Pearl Pkwy, 50'+/— east of R.R. tracks
CP1061 251719.798 70826.763 5262.41 Panel pt.,, set 3/8" rebar with orange plastic cap on the west side of R.R. tracks, 100’+/— south of Pearl Pkwy
CP1062 250843.590 72281.399 5247.34 Panel pt., set 3/8” rebar with orange plastic cap on the north side of R.R. tracks and west of Foothills Pkwy
CP1063 251709.331 72545.440 5251.29 Panel pt., set cut "X” in conc. sidewalk on the north side of Pearl Pkwy, 150’+/— east of Foothills Pkwy overpass
CP1064 251618.295 69399.376 5277.29 Picture pt., set spike on the south side of Pearl Street at the edge of walk near the northeast corner of "2920 Pearl”
CP1065 250726.714 69437.674 5274.38 Picture pt., set magnetic nail in asphalt at the northeast corner of a stop stripe, westerly of 30th Street near "Macy’s”
CP1066 250748.403 70989.999 5259.50 Panel pt., set cut "X’ in conc. sidewalk north of parking lot entrance at the northwest corner of Walnut and 33rd Street
CP1067 253948.787 72507.669 5262.56 Found 2.5” City of Boulder alloy cap in monument box on Valmont Road just easterly of Foothills Pkwy — NE Corner Sec 29
CP1068 253934.703 69851.123 5286.62 Found 2.5” City of Boulder alloy cap in monument box at the intersection of Valmont Road and 30th Street —
N1/4 Corner Section 29
CP1069 251300.631 72511.326 5265.91 Found 2.5” City of Boulder alloy cap in monument box on west side of off—ramp of Foothills Pkwy at Pearl Pkwy —
E1/4 Corner Section 29
WARE GPS 247650.097 70534.631 5264.69 NGS First Order Horizontal/Vertical Control Mark — PID LL1093
DSRC 240165.900 67831.153 | ————-— Boulder CORS ARP — PID AI2151
P041 224941.942 86596.266 [ @ ————-— Marshall Field CORS ARP — PID DG7429
TMGO 291020.875 75615.615 | = ————-— Table Mountain CORS ARP — PID AF9516
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LIMITED TOPO MAP OF 30TH ST. & BOULDER SLOUGH AREA,

BOUDER 1 AND BOULDER, COLORADO o
CCONSULTANTS, INC. THIS MAP IS LINITED TO THE DEPICTION OF:
~ EXISTING SELECTED SURFACE FEATURES
AND CROSS SECTIONS.
- BOX CULVERTS CROSSNG 30TH ST. AT
BOULDER SLOUGH.
i ~ ADDITIONAL DTM DATA ALONG BOULDER
wwcBlbrvericon SLOUGH FROM BOULDER JUNCTION PROJECT 20 1 o0 10 2 a
OF THE CITY OF BOULDER DEPARTMENT OF SCALE 1
PFUBLIC WORKS.
NOTE:
THIS MAP DOES NOT REPRESENT
A BOUNDARY SURVEY O TTLE NOTES
SEARGH PERFORMED BY BOVLDER
LAND CONSULTANTS. NG, THERE 1. THIS MAP DOES NOT REPRESENT A BOUNDARY SURVEY OR TITLE SEARCH
PERFORMED BY BOULDER LAND CONSULTANTS, INC. THERE MAY EXIST
DR ATECTNG, EASEMENTS AND/OR OTHER ENCUMBRANCES AFFECTING THE MAPPING AREA
SHOMN HEREON. THAT ARE NOT SHOWN HEREON.

2. ELEVATIONS SHOWN HEREON ARE BASED ON DIFFERENTIAL LEVELING FROM NGS
BENCHMARK "V 453", THE PUBLISHED ELEVATION FOR SAID BENCHMARK IS
5275.98 FEET. VERTICAL DATUM IS NAVD BS. CONTOUR INTERVAL IS 1 FOOT.

UNDERGROUND UTILITIES WERE NOT SURVEYED, THUSLY, NONE ARE SHOWN HEREON.

4. COORDINATE DATA IS BASED ON MODIFED STATE PLANE GROUND COORDINATES
FROM THE BOULDER JUNCTION PROJECT OF THE CITY OF BOULDER DEPARTNENT
OF PUBLIC WORKS. BOULDER JUNCTION CONTROL PT# 1050 HELD AS ACTUAL
STATE PLANE COORDINATE OF N: 1252258.46, E: 3069B49.33.

5. DATES OF FIELD WORK—
PORTION ADJACENT TO 30TH STREET: 03-15-12
PORTION TO THE EAST OF 30TH STREET UNDERPASS: 05—10—11

B aaenzs
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